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Yamaha 01X 
V1.03 Upgrade Manual 

(Windows version) 
 

 
This document explains how to upgrade the 01X system software using a Windows computer 
connected via mLAN. 
 

Precautions (please be sure to read these precautions) 
- The user assumes full responsibility for the upgrade. 
- Executing this upgrade program will not destroy the existing memory contents and settings; 

you can immediately continue using the unit without needing to restore your data. However, 
this data may be lost if the upgrade fails, so be sure to use Studio Manager to back up your 
important data before you proceed. 

- If you fail to follow these instructions properly, or turn off the 01X or disconnect the mLAN 
cable while the upgrade is in progress, the 01X may be damaged. 

- This software is for upgrading the 01X system software from a Windows computer via 
mLAN. Drivers other than the Yamaha mLAN driver cannot be used. 

- If the upgrade fails, and the 01X still does not operate correctly even after you execute the 
upgrade once again, please contact your Yamaha dealer. 

- This software and its documentation is copyright Yamaha Corporation. 
- Reproducing or modifying all or part of this software or its documentation without permission 

is strictly prohibited. 
- The screen shots in this guide are for use with this upgrade procedure only and may be 

different to the actual screen shots. 
- Windows is a registered trademark of Microsoft Corporation. 
- All other trademarks are the property of their respective holders and are hereby 

acknowledged. 
 

System requirements 
Your system must satisfy the following requirements in order to execute the upgrade 
successfully. 
 

A Windows XP computer that is able to run mLAN:  
S400 (400 Mbps transfer speed) IEEE 1394 (FireWire) connector or i.LINK connector 
OS: Windows XP Professional/XP Home Edition 
CPU: Intel Pentium 1.2 GHz or Intel Celeron 1.7 GHz or better 
Memory: 384 MB or more 
Hard disk: a fast hard disk with at least 500 MB of free space 

 
Other required items: 01X unit, IEEE 1394 cable 
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Checking the System Version 
While holding down the 01X's [UTILITY] key, turn on the power. The version number is shown in the LCD as 
long as you continue holding down the [UTILITY] key. 
 
 
 
 
 

If the FIRM OS version is V1.03, you don't need to perform the upgrade described in this document. 
 
 
Included Files 
The following files are included in this folder: 
・UpgradeE.pdf  The PDF manual you are reading 
・01XUpgrade.exe  The upgrade program 
・01X_FIRM.mid  Upgrade data 
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                                  FIRM OS: V1.02 
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Preparing for the upgrade 
Before starting the upgrade program, quit all other programs. While the upgrade is in progress, do not start any 
other programs or switch between windows. 
 
If your computer enters Sleep or Energy Save mode, data transfer to the 01X may stop, so disable these 
functions to prevent this from happening. We also recommend that you not use any screen saver or similar 
programs. 
 
You must install the Yamaha mLAN driver before upgrading. See the documentation included with the 01X for 
more information. 
 
 
Upgrade procedure 
1. Use an IEEE 1394 cable to connect your computer to the 01X. In mLAN Manager (the mLAN icon 
in your computer's taskbar), turn mLAN ON, and then use mLAN Auto Connector to connect your 
computer with the 01X. 
 

 This upgrade uses mLAN MIDI. It does not use mLAN audio. For this reason, we recommend that 
you set the audio transmission and reception channels to the minimum number. 
 
2. Power-off the 01X. Then hold down the 01X's [REMOTE] key and [SELECTED CHANNEL] key, 
and power the 01X on again. Continue holding down these keys until the display indicates "//// 01X 
OS Update ////." 
 

3. The following screen will appear on the 01X's LCD. Press the 01X's channel 5 knob once to 
select . 
 
 
 
 

 
Verify that the screen indicates ”Waiting for OS Data….” 

 
 
 
 
4. Double-click “01XUpgrade.exe” to start the upgrade program. 
 

If an error message appears, check the mLAN cable and make sure the YAMAHA 
mLAN driver is installed correctly, then start the program again. For more information on error 
messages, see page 5. 
 

//// 01X OS Update //// 

Select Update Port  MIDI-B/mLAN-5 

//// 01X OS Update //// 

Waiting for OS Data....        (mLAN-5) 
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5. Verify that Output Port indicates "mLAN MIDI Out (5)." 
 

 
 
6. Click the [Start] button to begin the upgrade. When the 01X begins receiving data, its LCD will 
change as follows. 
 
 
 
 
 

 
The upgrade takes about 10 minutes. While the upgrade is in progress, do not turn off the 01X or disconnect the 
mLAN cable. If for some reason the upgrade fails (e.g., the power cord is disconnected), the 01X may not work 
properly. If the 01X does not respond when you try upgrading it again, contact your Yamaha dealer. 
 
7. When the display indicates "Complete." and the 01X's LCD shows the following message, data 
transmission has been completed. Close the upgrade program and power-off the 01X. 
 
 
 
 
 
8. While holding down the 01X's [UTILITY] key, turn on the power and verify that the LCD shows the 
updated version for the FIRM OS. This completes the upgrade. 
 
 
 
 
 

//// 01X OS Update //// 

Completed. Reboot 01X 

//// 01X OS Update //// 

Receiving OS Data (xxx%) 

01X  (C) 2003 YAMAHA CORPORATION  BOOT OS: V1.02 

                                  FIRM OS: V1.03 



 5

Error Messages 

If the same error message appears each time you try to upgrade, the 01X may need 
repairing, in which case you should contact your Yamaha dealer. 
 
[Error messages on the 01X] 
“ERROR: Illegal MIDI Data.” 
“ERROR: OS Data Check sum error.” 
(The data being sent from the computer is not valid.) 
-> It is possible that the upgrade file has been corrupted. Try re-extracting the compressed file you downloaded, 
and perform the procedure once again from the beginning. 
 
“ERROR: Flash ROM Error.” 
(The update data could not be written into the 01X's flash ROM.) 
-> It is possible that the 01X has a hardware problem. If the same error occurs when you perform the upgrade 
again, please contact your Yamaha dealer. 
 
 
[Error messages on your computer] 
“mLAN Driver not found!!” 
(The mLAN driver was not found.) 
-> Make sure that the mLAN driver is installed correctly, and that the mLAN driver is running. 
 
“Not enough memory!!” 
(Your computer does not have enough memory.) 
-> Close all programs other than the upgrade program, and execute the upgrade procedure once again from the 
beginning.. 
 
“File not found!!” 
(The upgrade data file was not found.) 
-> The upgrade file may have been lost. Re-extract the compressed file you downloaded, and perform the 
procedure once again from the beginning. 
 
 “File format error!!” 
(The format of the upgrade data file is not correct.) 
-> The upgrade file may have been corrupted. Re-extract the compressed file you downloaded, and perform the 
procedure once again from the beginning. 
 
“Device open failed!!” 
(mLAN driver connection was unsuccessful.) 
-> Make sure that the mLAN driver is installed correctly, and that the mLAN driver is running. Also make sure 
that an IEEE 1394 cable is connected. 
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